PRODUCT

240 MODULES

46

NOTE:

SPANS & LOAD CAPACITY
ARE DEYERMINED ON A
INDIVIDUAL PROJECT BASIS.

CHADCLAD 240 IS
ALSO AVAILABLE IN TAPERED
SHEETS.

119

49.4

MATERIAL: ZINCALUME STEEL 0,60, 0.70, 0.80mm
COLORBOND STEEL 0.60, 0.70, 0.80mm
STAINLESS STEEL 0.50, 0.60mm

CHADCLAD 240 "V" PROFILE.

| 240 MODULES

NOTE:

SPANS & LOAD CAPACITY
ARE DEYERMINED ON A
INDIVIDUAL PROJECT BASIS.

CHADCLAD 240 IS
ALSO AVAILABLE IN TAPERED
SHEETS.
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MATERIAL: ZINCALUME STEEL 0,60, 0.70, 0.80mm
COLORBOND STEEL 0.60, 0.70, 0.80mm
STAINLESS STEEL 0.50, 0.60mm

CHADCLAD 240 PROFILE.

| 500 |

500 (VARWMBLE :

MAX 500)

CLIP TYPES,LOCATION and NUMBERS
DETERMINED IN RELATION
TO STRUCTURAL REQUIREMENTS

PVF2 FINISH
RIB CAP

CONTINUOUS
PAINT TERMINATION SEAM WELD

LINE

115.0 GIRTH x 0.4mm THICK
316 STAINLESS STEEL

60.0

FIXED CLIP | SLIDING CLIP

630.0 GIRTH x 0.4mm THICK 316 STAINLESS STEEL

316 STAINLESS STEEL FIXING CLIP

PVF2 FINISH
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IMPORTANT NOTE:

SYSTEM.
SUITABLE ONLY FOR STAINLESS STEEL.

THIS PROFILE IS FOR A FULLY "SEAM WELDED”

CHADCLAD KL 500

0.40, 0.50, 0.60mm 316 GRADE
STAINLESS 'STEEL (MILL OR
PAINTED FINISH

CAP PROFILE.



